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TRIPNUMBER_ /D § &~ 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

I,E A- (1) Long-handled line cutter.
K B- (1) Long-handled dehooker for internal hooks.

E C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

X3 b- (1) Long-handled device to pull an “Inverted V* (If 6> J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES.BOATED:

E E- (1) Dip net.
DZI‘ F- (1) Standard automobile tire,
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E-(l) Long-nose or needle-nose pliers.
E1 5. 1) Bolt cutter.

K- (1) Monofilament line cutter.

? L- (2) Types of mouth openers/mouth gags from the following list:
I3 A block of hard wood;
Fl A set of (3) canine mouth gags;
El A set of (2) sturdy dog chew bones;
[ (2) rope loops covered with hose;
‘A hank of rope;
[Z1 A set of (4) PVC splice couplings;
A large avian oral speculum.

RECOMMENDED EQUIPMENT:
B -1y Turtte tether.

L - (1) Turtte hoist.

¥ TURTLE TETHER &FokEY



TRIPNUMBER ™ é bzt 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE

NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL.
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter.
X B- (1) Long-handted dehooker for infernal ooks,

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V” (If 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES.BOATED:

A E- (1) Dip net.
- (1) Standard automobile tire.
B G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handied
dehooker for internal hooks used for Item G will also satisfy this requirement),

E (1) Long-nose or needle-nose pliers.
E J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
B2 A block of hard wood;
A set of (3) canine mouth gags;
TF A set of (2) sturdy dog chew bones;
£ (2) rope loops covered with hose;
& A hank of rope;
BT A set of (4) PVC splice couplings;
3°A large avian oral speculum.

RECOMMENDED EQUIPMENT;
(M)-(1) Turtle tether.

(N)- (1) Turtle hoist.
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TRIP NUMB :?j }@g Egﬁé
= DD %02\5‘ j 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE F OR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE. ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A- (1) Long-handled line cutter.
B B- (1) Long-handled dehooker for internal hooks.

D C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V” (I 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

E E~ (1) Dip net.
E F- (1) Standard automobile tire.
E G- (1) Short-handled dehooker for internal hooks, X &

D H- (1) Short-handled dchooker for removing external hooks (The shori- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the folowing list:
& A block of hard wood;
O A set of (3) canine month gags;
1 A set of (2) sturdy dog chew bones;
[ (2) rope loops covered with hose;
A hank of rope;
Kl A set of (4) PVC splice couplings;
£1 A large avian oral speculum,

RECOMMENDED EQUIPMENT:
E (M)-(1) Turtle tether, * 3

(N)- (1) Turtle hoist.



01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter.
B B- (1) Long-handied dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to puli an “Inverted V* (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

,@ E- (1) Dip net.
F- (1) Standard automeobile tire.
m G- (1) Short-handled dehooker for internal hooks.

1 H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

&

é (1) Long-nose or neédle-nose pliers.
J- (1) Bolt cutter.
F K- (1) Monofilament line cutter,

E L~ (2) Types of mouth openers/mouth gags from the following list:
L& A block of hard wood;
L1 A set of (3) canine mouth gags;
[ A set of (2) sturdy dog chew bones;
I (2) rope loops covered with hose;
X A hank of rope;
L[] A set of (4) PVC splice couplings;
LI A large avian oral speculum.

RECOMMENDED EQUIPMENT:
[T ovD)-1) Turtte tether.

D (N)- (1) Turtle hoist.



No205§

SEA TURTLE RELEASE EQUIPMENT CHECKLIST

PLEASE CHECK THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL.
WRITE ANY ADDITIONAL COMMENTS BESIDE ITEM DESCRIPTIONS.
REQUIRED FOR TURTLES NOT BOATED:
T A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

A2 C- (1) Long-handled dehooker for external hooks (The long-handled
dehooker for internal hooks used for Item B will also satisfy this
requirement). T

[ D- (1) Long-handled device to pull an “Inverted V* (If 6’ J-Style Dehooker
is used for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:
E E- (1) Dip net.
L F- (1) Standard automobile tire. { 7.
G- (1) Short-handled dehooker for internal hooks.

O u- (1) Short-handled dehooker for removing external hooks (The short-
handled dehooker for internal hooks used for Item G will also satisfy this
requirement).

E (1) Long-nose or needle-nose pliers.
4 J- (1) Bolt cutter.
_H K- (1)Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:

wéfA block of hard wood;
O A set of (3) canine mouth gags;
O A set of (2) sturdy dog chew bones;

-1 (2) rope loops covered with hose;

" JB°A hank of rope;

"0 A set of (4) PVC splice couplings;

[0 A large avian oral speculum.

RECOMMENDED EOUIPMENT:
T (M)-(1) Turtle tether.
[ a0)- (1) Turtle hoist.




TRIPNUMBER_Po 1115 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS, WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

X A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

E C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

m D- (1) Long-handled device to pull an “Inverted V* (If 6° J-Style Dehooker is used
for Item C, it wilf also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

m E- (1) Dip net.

B ¥- (1) Standard automobile tire.

E G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handied
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
B 5. (1) Boit eutter.
K- (1) Monofilament lize cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
A block of hard wood;
H A set of (3) canine mouth gags;
(& A set of (2) sturdy dog chew bones;
£3 (2) rope loops covered with hose;
B A hank of rope;
H A set of (4) PVC splice couplings;
3 A large avian oral speculum.

RECOMMENDED EQUIPMENT:
E (M)-(1) Turtle tether.
= (N)- (1) Turtle hoist.



TRIPNUMBER 7 0 2.7) | 4] 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

m A- (1) Long-handled line cutter.
i B- ) Long-handled dehooker for internal hooks.

E C- (1) Long-handled dehooker for external hooks (The long-haundled dehooker for
internal hooks used for Itemn B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V* (If 6> J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

K E- (1) Dip net.
F- (1) Standard automobile tire.
-* G- (1) Short-handled dehooker for internal hooks.

E H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers,
E J- (1) Bolt cutter.
;'I K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
El A block of hard wood; \
O A set of (3) canine mouth gags;
O A set of (2) sturdy dog chew bones;
L1 (2) rope loops covered with hose;
E1 A hank of rope;
L1 A set of (4) PVC splice couplings;
L] A large avian oral speculum.

RECOMMENDED EQUIPMENT:
LB v-(1) Turtte tether.

“'E‘(N)— (1) Turtle hoist.



TRIP NUMBER._ £/ 4 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

m A- (1) Long-handled line cutter.
K B- (1) Long-handled dehooker for internal hooks,

E C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V” (If 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

B £- (1) Dip net.

X F- (1) Standard automobile tire.

E G- (1) Short-handled dehooker for internal hooks.

IE H- (1) Short-handled dchooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
B 5 (1) Bolt cutter.
Xl k- (1) Monofilament line cutter.

m L~ (2) Types of mouth openers/mouth gags from the following list:
X[ A block of hard wood;
A set of (3) canine mouth gags;
@ A set of (2) sturdy dog chew bones;
I (2) rope loops covered with hose;
™ A hank of rope;
E1 A set of (4) PVC splice couplings;
& A large avian oral speculum.

RECOMMENDED EQUIPMENT:
m (M)-(1) Turtle tether.
E (N)- (1) Turtle hoist,



TRIP NUMBER 04024 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SIN GLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V* (If 6* J-Style Dehooker is used
for Item-C, it wilf also satisfy this requirement).

REQUIRED FOR TURTLES BOATED: .

m E- (1) Dip net.
F- (¥) Standard antomobile tire.
IZI G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers,
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L~ (2) Types of mouth openers/mouth gags from the following list;
A block of hard wood;
1 A set of (3) canine mouth gags;
E1 A set of (2) sturdy dog chew bones;
L1 (2) rope loops covered with hose;
A hank of rope;
4 A set of (4) PVC splice couplings;
[ A large avian oral speculum.

RECOMMENDED EQUIPMENT:

(M)-~(1) Turtle tether.
(N)- (1) Turtle hoist.
K () Wiwsa sricis”



TRIPNUMBER 3 090 Y o awd 302047 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

E A- (1) Long-handled line cutter. :
E B- (1) Long-handled dehooker for internal hooks.

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

E D- (1) Long-handled device te pull an “Inverted V” (If 6° J-Style Dehooker is used
for Item C, it will alse satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

B &- (1) Dip net.
<1 F- (1) Standard automobile tire.
E‘ G- (1) Short-handled deheoker for internal hooks.

' H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nese or needle-nose pliers.
&4 - (1) Boit cutter.
E K- (1) Monofilament line cutter.

i 1- (2) Types of mouth openers/mouth gags from the following list:
B’ A block of hard wood;
O A set of (3) eanine mouth gags;
[J A set of (2) sturdy dog chew bones;
[3 (2) rope loops covered with hose;
- A hank of rope;
O A set of (4) PVC splice couplings;
[J A large avian oral speculum.

RECOMMENDED EQUIPMENT:
3 o)-(1) Turtle tether.

L1 - (1) Turtte hoist.




TRIP NUMBER D 046 27 01/61/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE F OR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE, AN Y ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:
m A~ (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

D C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V” (If 6’ J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES.BOATED:

I E- (1) Dip net.
,E F- (1) Standard antomobile tire.
G- (1) Short-handled dehooker for internal hooks.

D H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

IE (1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following list:
& A block of hard wood;
L3 A set of (3) canine mouth gags;
1 A set of (2) sturdy dog chew bones;
O (2) rope loops covered with hose;
(2 A hank of rope;
[ A set of (4) PVC splice couplings;
[I A large avian oral speculum.,

RECOMMENDED EQUIPMENT:
E (M)~(1) Turtle tether.

D {N)- (1) Turtle hoist. J
B (P Wigp gheies



TRIPNUMBER /22 O 2 o 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS, WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

& A- (1) Long-handled line cutter.
A=J B- (1) Long-handled dehooker for internal hooks.
/

C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement). *

121 p. (1) Long-handled device to pull an “Inverted V* (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

’ E- (1) Dip net.
F- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

m H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

4. (1) Long-nose or needle-nose pliers,
ki J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the foHowing list;
I A block of hard wood;
[1 A set of (3) canine mouth gags;
L1 A set of (2) sturdy dog chew bones;
L1 (2) rope loops covered with hose;
EX A haok of rope;
I A set of (4) PVC splice couplings;
L1 A large avian oral speculum.

RECOMMENDED EQUIPMENT:
A M)-(1) Turtte tether.

~EFmo- (1) Turtle hoist.



TRIP NUMBER TOQ O l{ g 01/01/2005
Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

121 A- (1) Long-handled line cutter.
B~ (1) Long-handled dehooker for internal hooks.

2 C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

E D- (1) Long-handled device to pull an “Inverted V” (If 6’ J-Style Dehooker is used
for Item C, it will also satisfy this requirement).

REQUIRED FOR TURTLES BOATED:

X E- (1) Dip net.
B ¥- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The shert- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

E (1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
PN K- (1) Monofilament line cutter.

E L- (2) Types of mouth openers/mouth gags from the following list:
K A block of hard wood;
[1 A set of (3) canine mouth gags;
1 A set of (2) sturdy dog chew bones;
J (2) rope loops covered with hose;
A hank of rope;
1 A set of (4) PVC splice couplings;
[0 A large avian oral speculum.

RECOMMENDED EQUIPMENT:

(M)-(1) Turtle tether.
O (N)- (1) Turtle hoist.



TRIP NUMBER JQO L{O 25 01/61/2005
Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE F OR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

X A- (1) Long-handied linc cuter.
X B- (1) Long-handled dehooker for internal hooks.

D C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

)] p- (1) Long-handled device to pull an “Inverted V> (If 6* J-Style Dehooker is used
for Item-C, it will also satisfy this requirement),

REQUIRED FOR TURTLES.BOATED: .

X1 E- (1) Dip net. *2
F- (1) Standard antomobile tire,
G- (1) Short-handled dehooker for internal hooks.

D H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

IE (1) Long-nose or needle-nose pliers.
4 5. (1) Bolt entter.
K- (1) Monofilament line cutter,

L~ (2) Types of mouth openers/mouth gags from the following list:
A block of hard wood;
[J A set of (3) canine mouth gags;
E1 A set of (2) sturdy dog chew bones;
(2) rope loops covered with hose;
A hank of rope;
A set of (4) PVC splice couplings;
[3 A large avian oral speculum,

RECOMMENDED EQUIPMENT;

E (M)-(1) Turtle tether.
D (N)- (1) Turtle hoist,
& [3) Nida g7t



TRIP NUMBER Wolp { (o . 01/01/2005

Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESEN T ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE F OR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

[ZI A- (1) Long-handled line cutter.
B- (1) Long-handled dehooker for internal hooks.

E C- (1) Long-handled dehooker for external hooks (The long-handied dehooker for
internal hooks used for Item B will also satisfy this requirement).

D- (1) Long-handled device to pull an “Inverted V” (I 6° J-Style Dehooker is used
for Item-C, it will also satisfy this requirement),

REQUIRED FOR TURTLES.BOATED:

Ed £ (1) Dip net.
E3 r- (1) Standard antomobite tire.,
G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
m K- (1) Monofilament line cutter.

E L- (2) Types of mouth openers/mouth gags from the following list;
& A block of hard wood;
A set of (3) canine mouth gags;
& A set of (2) sturdy dog chew bones;
[2-(2) rope loops covered with hose;
% A hank of rope;
gA set of (4) PVC splice counplings;
A large avian oral speculum.

RECOMMENDED EQUIPMENT:
£J ()-(1) Turdle tether.

(N)- (1) Turtle hoist.
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Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE YOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

E A« (1) Long-handled line eutter.
B3 8. (1) Long-handled dehookor for Iternal hooks,

C-~ (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also sutisfy this requirement). »

E D- (1) Long-kandled device to pull an “Inverted V* (If 6° J-Style Dehooker is used
for Item.C, it will also satisfy this requirement),

REQUIRED FOR
E- (1) Dip net.
m F- (1) Standord sutomobile tire,

G- (1) Short-handled dehooker for internal hooks.

H- (1) Short-handled delooker for removing external hooks (The shori- handled
debooker for internal iooks used for Hem G will also satisfy this requirement),

m (1) Long-noge or needle~nose pliers.
4 3. (1) Bkt cutter.
K- (1) Monofilzment line cutter.,

B] L~ (2) Types of mouth openers/moith gags from the following list:
B! A block of hard wood;
& A set of (3) canine mouth EAgs;
B A st of (2) sturdy dog chew bones;
L1 (2) rope loops covered with hose;
& A hank of rope; ,
£ A set of (4) PVC splice couplings;
8 A large avisn oval speculum.

MM IPMENT:
{M)~(1} Turtle tether.
E (N)~ (1) Turtle hoist.
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Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE ILINE FOR ITEMS THAT ARK
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

BEQUIRED FOR TURTLES NQT BOATED;

A- (1) Long-handled line cuiter.
m B- (1) Long-handled dehosker for internal hooks.

@ C- (1) Long-handied dehooker for external hooks (The long-havdled dehooker for
internal hooks used for Yters B will alse satiafy this requirement), *

D- (1) Lang-hondled device to pull an “Inverted v (i 6’ J-Style Dehooker is used
for Item-C, it will also satisfy this requirement).

REQUIRED FOR TUR CLES BOATED.

ﬁ' B~ (1) Dip net,
- (1) Stendard automohile tive.
G~ (1) Skort-handled dehooker for internal hookas,

H- (1) Short-handled dehooker for removing externsl hooks (The short- handled
dehooker for iuterns! hooks used for Item G will aiso 2atinfy this requirement).

(1} Long-nose or needle-noss pliers.
- (1} Bolt endter.
K- {1) Moncfilament line eutter.

m E{(Z} Types of mowti: openers/mouth gags from the following fist:
A bloek of hiard wood;
1 A set of (3) canine mouth gags;
1 A st of (2) sturdy dog chew bones;
01 (2} rope loops coverad with hose;
LA haok of rope;
0 A sei of (4) PVC splice coupiings;
AJ A large avian oral speculum.

RECOMMENDED EQUIPMENT;
f@ (M)-(1) Tartle tother.
ﬂ (N)- (1) Turtle hoist,
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Sea Turtle Release Equipment Checklist

PLACE AN “X” IN THE BOX FOR EVERY ITEM PRESENT ON THE VESSEL
AND CROSS THROUGH A BOX WITH A SINGLE LINE FOR ITEMS THAT ARE
NOT PRESENT. DO NOT LEAVE ANY BLANKS. WRITE ANY ADDITIONAL
COMMENTS BESIDE ITEM DESCRIPTIONS.

REQUIRED FOR TURTLES NOT BOATED:

A-~ (1) Long-handled line catter.
X B- (1) Long-handled dehooker for internal hooks.

D C- (1) Long-handled dehooker for external hooks (The long-handled dehooker for
internal hooks used for Item B will also satisfy this requirement).

X1 p- (1) Long-handled device to pull an “Inverted V» (If 6° J-Style Dehooker is used
for Item-C, it wilf also satisfy this requirement).

REQUIRED FOR TURTLES.BOATED:
BT £- (1) Dip net.
F- (1) Standard automobile tire.
G- (1) Short-handled dehooker for internal hooks.

D H- (1) Short-handled dehooker for removing external hooks (The short- handled
dehooker for internal hooks used for Item G will also satisfy this requirement).

(1) Long-nose or needle-nose pliers.
J- (1) Bolt cutter.
K- (1) Monofilament line cutter.

L- (2) Types of mouth openers/mouth gags from the following Jist:
A block of hard wood;
I A set of (3) canine mouth gags;
O A set of (2) sturdy dog chew bones;
R4 (2) rope loops covered with hose;
A hank of rope;
[ A set of (4) PVC splice couplings;
[1 A large avian oral specuhum,

RECOMMENDED EQUIPMENT:
(M)-(1) Turtle tether.

C1 - (1) Turtle hoist.
[xl (@ Mwds sTICRS



